
Kimitech S100
ST7-0221

Fiberglass mat to reinforce waterproofing and protective
liquid resins of Kimitech and Kimicover ranges

   

  

DESCRIPTION
Kimitech  S100 is  a  225  g/m²  staple  fiberglass
reinforcement mesh.

USES
Kimitech S100 is  used with  Kimicover resins to create
elastic waterproofing systems.
In  combination  with  the  two-component  epoxy  resin
Kimitech  EP-IN,  it  is  used  for  anti-acid  coatings,  to  be
carried  out  by  hardening  the  preparatory  reinforced
waterproofing  cycle  made  with  Betonfix  300 osmotic
cement mortar mixed with Kimitech ELASTOFIX latex. On
a substrate primed with  Kimicover FIX,  Kimitech EP-IN
resin  is  applied,  Kimitech  S100 fabric  is  applied  and
impregnated.  When  fresh,  a  second  layer  of  Kimitech
S100 fiberglass mat is laid, to be saturated once again with
Kimitech EP-IN two-component epoxy resin.

APPLICATION
For  the  different  kind  of  works,  refer  to  the  technical
specifications and technical data sheets of the materials to
be used

PACKAGING
Rolls: Width 125 cm, length 50 m.

Characteristics Typical value
Total weight of the tape 225 g/m²

Density 2,6 g/cm³

Color White

Tensione di rottura a trazione 2900 MPa

Elastic tensile modulus 71 GPa

Tensile elongation 4,5 %

WARNING
Product intended for professional use.
The  product  is  an  item  according  to  the  definitions  of
Regulation  (EC)  n.  1907/2006  and  therefore  does  not
require a Safety Data Sheet. 
The  marking  obligations  are  not  related  to  the  intrinsic
nature  of  a  given  product,  but  to  the  use  for  which  a
specific material is used: before placing the orders, it will be
the  customer's  responsibility  to  submit  all  the  available
documentation to the works supervision in order to explain
the suitability of the materials (in terms of certifications and
performance)  in  relation  to  the  use  to  which  they  are
intended.
The  information  and  requirements  indicated  in  this
Technical Data Sheet are based on our current knowledge
and  experience  and  are  to  be  considered,  in  any  case,
purely indicative. They cannot guarantee the final result of
the  applied  product  and  they  have  to  be  confirmed  by
exhaustive practical  applications; therefore the user must
test the suitability of the product for the intended application
and  its  purpose.  Users  must  always  refer  to  the  latest
version  of  the  local  technical  data  sheet  related  to  the
product. 
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